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INTRODUCING THE SENJU
NEW FLUSH-TYPE SEPRINKLER

NF-QR 5.6K

FLUSH SPRINKLER
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NF- QR56K

FLUSH SPRINKLER

New flush-type sprinkler that is a right balance between a
semi-recessed and concealed sprinkler. Achieving quality
and performance without compromising aesthetics.

Innovative technology using compressed fusible solder link
operating element.

Sleek, compact, and flushed mounted to ceiling for a
seamless low-profile design. Perfectly complements commercial
applications such as office spaces, hotels, and high-rise buildings.

SIN Maximum Heat Responsive Vertical Adjustment
SS2524 (Pendent) Working Pressure Element 1/2 Inch (12.7mm)
175 psi(12.1 bar) Compressed Fusible
K-Factor Solder Link Finishes
5.6 (80.6) Thread Size White, Chrome, Black
1/2" NPT Response Type
Temperature Ratings Quick Response
165°F (74°Q) Wrench GUS
POUSEE (96°@) VC-H Coverage Area
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Standard Coverage

SENJU

SPRINKLER

www.SenjuSprinkler.com
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Irvine office Dallas office

8850 Research Drive 935 S. Kimball Ave., Suite 169
Irvine CA 92618 Southlake, TX 76092
info@senjusprinkler.com dallas@senjusprinkler.com



