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Senju Sprinkler 
 

1/2" MIP x 3/4" MHT HOSE BIBB 
with Butterfly Handle 

 
    ○ Lead Free Brass 
    ○ NSF/ANSI/CAN 61 & 372 Certified 
    ○ Maximum Working Pressure 125 psi 
    ○ Temperature Rating Maximum 250°F 
    ○ Equipped with 1/2" MIP connection 
    ○ Smooth Quarter-Turn Operation 
    ○ Ideal for Residential and Commercial Use 

  

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

No. Part Material 

1 Nut Forged Brass (C26000) 

2 Name Plate Aluminum (A1100) 

3 Handle Zinc (Z30A) 

4 Packing Nut Brass Rod (C37700) 

5 Packing PTFE (POLYFLON M-392) 

6 Body Cast Brass (C46400 MOD) 

7 Ball Packing PTFE (POLYFLON M-392) 

8 Stem Brass Rod (C46400) 

9 Ball Brass Rod (C46400) 

10 Bonnet Cast Brass (C46400 MOD) 

Nominal Size Part Number 
L 

mm 
(Inch) 

L1 
mm 

(Inch) 

D 
mm 

(Inch) 

H 
mm 

(Inch) 

Weight 
g 

(lbs.) 

1/2" MIP x 3/4" 
MHT 

90000-170-0000 
92 

(3.62) 
40 

(1.57) 
49 

(1.93) 
35.5 

(1.40) 
178 

(0.39) 

WARNING: Cancer and Reproductive Harm 

www.p65warnings.ca.gov 

http://www.p65warnings.ca.gov/

