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Automatic Sprinkler Head

Drawing Name Drawing No.
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Set Screw

Body

Button

Gasket

Lever

Saddle

Disk

SUS304

SUS304

C69300

C3604

C69300

C5191

PTFE

SUS304

SUS304

SUS304-CSP

SUS303Plunger

Cylinder

Retainer

Cover Plate

Base

Cup

SPCC

※

Compression Screw

Ejection Spring

Heat Collector (L)

Heat Collector (U)

Supporting Plate

SUS304 or SUS303

SUS304 or SUS303
or SUSXM7

or SUSXM7

SUS304 or SUSXM7

C5441 or C5341
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Cu-Plated

※Finishes ; Nickel plated, White Painted
Any Color Painted
（Choose one color of our acceptable color list.）

Pendent

Cover Plate

Sprinkler Head

Installation Position

ID No.

K-Factor

Type

Cover Plate Assembly

Operating
Temperature

Specification

No. of
Parts

No. of
Parts

View：P

Marking

SPRINKLER IDENTIFICATION No.

Lot No. （Year of Manufacture）

B

5.6

162ﾟF  (72℃)

140ﾟF  (60℃)

C US
: UL Mark

177R : Control No.

K5.6 : K-factor

162ﾟF/72ﾟC : Temperature Rating

E037920

RC-QR-EC K5.6

SS3561 :

EC : Extended Coverage Sprinkler

ex.'16-0123 :
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SS3561 K5.6
162ﾟF/72℃

EC
USC 177R

φ52

φ68 (or φ83 or □68)
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)
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)

RC-QR-EC 162ﾟF

SS3561

φ68 or φ83 or □68

UL and C-UL Listed
Extended Coverage Sprinkler for Light Hazard Occupancies.
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